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matching receiver (SFH309 FR), the amount of light transmitt ed changed. Th is 
change was inversely proportional to blood fl ow. Th e remaining portion of the 
circuit mainly amplifi ed and fi ltered the signal from the receiver. Th is device 
was extremely susceptible to electrical noise from movement so the transmit-
ter and receiver were mounted onto a clothespin to reduce shake. An Arduino 
Board [8] was used to interface the sensor with the task computer. 

Figure 1. Heart rate sensor circuit diagram.

Various modules were writt en in diff erent languages in order to read and ana-
lyze the signal from the sensor. Th e signal processing module fi ltered the input 
signal to remove noise and calculated the heart rate. Th e supplementary meth-
ods describe how these modules were developed. Th e calculated heart rate was 
fed as an input to a virtual reality programming soft ware in which a virtual ava-
tar was created. Th e avatar gave diff erent verbal responses on a subject’s anxiety 
level as indicated by his heart rate. Heartbeat palpitations, or increased heart 
rate, are indicators of increasing anxiety level [9].

Experiment to test the interface.

A pong-style computer game, where a subject hit a ball with a paddle and the 
computer player returned the ball with a hit of its own, was played while wear-
ing the heart rate sensor. Th e game had three diffi  culty levels which altered the 
size of the ball, size of the paddle, and the speed of the computer player. Th ere 
were three trials per diffi  culty level and the heart rate during each trial was mon-
itored in three one-minute intervals. Before each trial, a two minute baseline 
reading was obtained where the subject was not exposed to the gaming environ-
ment. Th en during the trials, the heart rate was compared to the baseline, and 
the virtual avatar gave responses every minute. Th e nature of these responses 
varied based on whether or not the trial heart rate exceeded certain predefi ned 
thresholds which are outlined in the supplementary methods. Th is simulation 
was executed in order to show a working interface between the heart rate sensor 
and the virtual environment. Changes in the diffi  culty level were designed to 
alter the anxiousness of the subject, and the avatar was to respond accordingly. 
Due to time and logistical constraints, only one subject took part in this experi-
ment, and he was not diagnosed with Autism.

RESULTS.

Th e average heart rate during the baseline and trial sessions was compared in 
order to assess the eff ectiveness of the pong game as a stimulant of anxiety (Fig. 
2). Th e baselines between diffi  culty levels were diff erent because heart rates 
were monitored at diff erent times throughout the day.

ABSTRA CT. Children with autism, a neurological disorder, have diffi  cul-
ties carrying out normal social interactions. Th e most widely accepted 
treatment for autism involves behavioral intervention programs which are 
costly and not easily accessible. A virtual reality system which can imitate 
current intervention paradigms while taking the emotional state of the chil-
dren into account would be benefi cial. Such a system could lower costs and 
increase accessibility of intervention programs. As a preliminary step, we 
created a virtual avatar that responded on the anxiety level of a subject as 
indicated by his heart rate. A heart rate sensor was designed and an interface 
was developed between the sensor and the avatar. Th e subject was exposed 
to a stimulus to increase anxiety level. Based on the subject’s heart rate, the 
avatar gave a response regarding his anxiousness. Th is study demonstrated 
that a virtual reality system can detect a subject’s anxiety level and provide 
appropriate feedback.

INTRODUCTION. 

One in 110 children in the United States is diagnosed with autism [1] and there 
is still no known cure [2]. Autism is a neurological abnormality that disrupts 
the brain’s development of social, behavioral, and communicative skills [1]. Th e 
most common treatments are behavioral intervention programs which can dra-
matically improve the lives of the children and their families by att enuating the 
dynamic changes of behavior expressed by these children when they are placed 
in uncomfortable situations [3]. Because of the expensive nature of these inter-
vention programs and lack of trained behavioral therapists, many children with 
Autism do not receive proper treatments [3]. In order to lower the costs and 
make intervention more accessible, a new avenue of research is being explored 
to develop autonomous systems that can assist in such intervention.

Children with Autism tend to cooperate bett er with autonomous systems 
than humans because of the simplicity and predictability of their interactions 
[4]. Robots and virtual reality systems in particular have been shown to have 
great potential in such interactions [4, 5]. With this in mind, virtual reality was 
selected to be the autonomous system of choice for this study because of the 
widespread accessibility of home computers.

Th e primary goal of this study was to create an intelligent system with the 
ability to intrinsically adapt its behavior with respects to external stimuli and 
present individualized reinforcement. One of the stimuli best suited for autism 
intervention is variations in psychophysiological signals representative of the 
emotional states experienced by a subject [6]. Because children with Autism 
exhibit defi cits in communicating emotions, having a system that can identify 
and adapt itself according to the child’s emotional state will be highly benefi cial.

MATERIALS AND METHODS. 

Hardware and Soft ware.

Heart rate, measured in heartbeats per minute, was the principal psychophysi-
ological signal used as a stimulus for the virtual reality system. In order to calcu-
late heart rate based on blood fl ow to the fi ngertip, a heart rate sensor was assem-
bled according to a modifi ed circuit diagram (Fig. 1) [7]. Th e sensor functioned 
by measuring the transmission of infrared light. When an obstruction (e.g. a 
human fi nger) was present between the infrared light source (SFH487) and a 
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Figure 2. Th e average heart rate for the baseline and trial sessions at each diffi  culty 
level was compared. Th e trial heart rate was always lower than its respective baseline 
heart rate. Th e error bars represent standard deviation.

While the participant was playing the pong game, the virtual avatar’s responses 
were recorded (Table 1 and Fig. 3). As the anxiety level increased, verbal re-
sponse also changed according to Table 1. Th e most numerous response was 0 
where the avatar declared that the subject was not anxious. 

Table 1. Actual response assigned numerical values for easier representation in 
Figure 3.

Response 
Number 0 1 2 3

Response “You’re 
doing fi ne”

“Let’s 
slow down.”

“You seem 
to be gett ing 
anxious.”

“You’re 
stressed 
out!”

Figure 3. Th e virtual avatar gave diff erent responses based on the subject’s average 
heart rate over each minute of each trial at each diffi  culty level in the pong game. 

DISCUSSION.

Although having the heart rate sensor mounted on a clothespin did alleviate 
some noise, it did not completely clean up the output signal from the sensor. 
Voltage spikes from electrical noise caused the instantaneous trial heart rate to 
exceed the baseline heart rate. In order to account for these occurrences, the 
avatar was coded to respond only if increased heart rate lasted for about 30 sec-
onds. Voltage spikes resulted in a false indication of increased heart rate but 
because they did not last for 30 seconds, they had minimal eff ects on the virtual 
avatar’s response. Th is demonstrates an eff ective interface between the heart 
rate sensor and the virtual environment.

Although previous studies have shown that cardiovascular activity and anxiety 
are linked [10], this relationship was not strong in this study. In comparing the 
diff erences between trial and baseline heart rates between the diffi  culty levels, 
we saw signifi cant diff erences between Diffi  culties 1 & 2 and 1 & 3 but not 2 
& 3 (Table 2). Th is led us to conclude that modifi cations in the pong game to 
induce anxiousness in the subject were insuffi  cient.

Table 2. Using a two sample t-test, the average diff erences between trial and 
baseline heart rates between diffi  culty levels were compared. 

Diff erences
(trial -  baseline 
heart rates) 
between 
diffi  culty levels

Diffi  culty
1 & 2

Diffi  culty
1 & 3

Diffi  culty
2 & 3

p-value 0.0336 0.0089 0.5596

Th e task presented to the subject, the pong game, was not strenuous enough to 
cause noticeable increases in heart rate compared to a baseline. In fact, the task 
seemed to relax the subject instead of making him anxious seeing as the aver-
age trial heart rate was consistently lower than average baseline heart rate (Fig. 
2). Th is is consistent throughout the results seeing as the virtual avatar’s most 
numerous response was that the subject was not anxious.

CONCLUSION.

Th is study showed that a psychophysiological signal, heart rate, can be used as 
a stimulus for an intelligent virtual reality system. A virtual avatar was able to 
provide varying responses on the anxiety level of a subject as expressed through 
changes in the subject’s heart rate. Furthermore, as exhibited by the results, the 
entire interface between the heart rate sensor and the virtual environment was 
functional and versatile. It took into account voltage spikes from noise and was 
capable of giving three distinct responses on the subject’s anxiousness.

For intelligent virtual reality systems to be widely used, more tests need to be 
conducted to gauge the eff ectiveness of the systems. A commercial heart rate 
sensor should also be employed because it can provide cleaner signals. One cru-
cial step to improve this overall experiment is to design the trials to maximize 
the diff erences between baseline and trial heart rates. Th is can be achieved by 
changing the stimulus to which the subject is exposed. Instead of a pong game, 
the subject could watch a video clip to induce shock, thus increasing heart rate. 
In addition, more trials should be conducted to increase the confi dence levels 
of the results. Other questions that need to be asked before long term deploy-
ment of this technology include: 

What is the most optimal stimulus to which the virtual reality system could 
adapt? 

If multiple stimuli are applied, how could they be interpreted to return the best 
output possible? 

How feasible is a system that adapts a task instead of just returning comments? 

While heart rate is a possible psychophysiological signal to use as a stimulus, 
other signals such as perspiration levels, cardiovascular and electromyogram 
activities can be used as indicators of emotional state [10–13]. By fi nding the 
advantages and disadvantages of these diff erent indicators, they can be linked 
together to create one conglomerate where the benefi ts of all the signals can be 
used to provide the stimulus for the intelligent virtual reality system. Doing so 
would improve the overall performance of the system and make it more viable 
to be used as part of autism intervention paradigm. 

In this study, a virtual avatar gave responses while a task was being undertaken 
but in the future, there should be a push towards having a system where the 
task itself is adapted. In context of the pong game, a future virtual reality system 
could be used to adapt the game diffi  culty in real-time to increase the subject’s 
engagement. Having such a system can lead to new innovations in areas such as 
autism intervention where self-adaptive systems can increase the engagement 
and reduce the frustration of autistic children. Th is would cause the children to 
learn bett er from the intervention programs.
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